kolpa-san’ wmassace svower encLosure  Melba 100x7100

bx detajl A PREINSTALLATION

s .

1
%>

= 2280

1900

Melba Simple, Melba M1, Melba M3

Montage height 2350

Massage shower enclosure should not be constantly
connected to the electrical network and should have a
built-in pre-switch to switch off the enclosure after use.
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Connection pipe for cold water 1/2".
Output of a three—wire connection cable type HO5 with an intersection 3x2.5mn? and length 2m Working pressure: min 0.2MPa max 0.4MPa

Connection to the alternating voltage max 220-240V.  Electricity consumption max kW min. 2 bars, max. 4 bars

The pipe must have a VALVE FOR CLOSING water with a
nozzle M1/2” for the connection of the massage enclosure.
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Exit of the electrical conductor
1x6mm? for earthing, length 2m
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INSTALLATIONS AREA FOR 4
WATER INLET AND
ELECTRICAL WIRES
INSTALITON AREA ‘
3 % g Connection pipe for hot water 1/2"
M 0 Working pressure: min 0.2MPa max 0.4MPa
N B p
min. 2 bars, max. 4 bars
The pipe must have a VALVE FOR CLOSING water with a
O § nozzle M1/2" for the connection of the massage enclosure.
8
S 0 ATIENTION: For the installation of a massage
4 shower enclosure, the walls must be even because
the protruding edges obstruct the installation.
Minimum height of a tiled wall is 2,35m
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Die Massagekabine darf nicht dauerhaft an
das Stromnetz angeschlossen sein, sondern muss tiber einen
eingebauten Vorschalter verfiigen, mit dem die Kabine nach
Gebrauch abgeschaltet wird.
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Melba Simple, Melba M1, Melba M3
Montagehohe 2350
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Stromverbrauc

Ausgang des dreiadrigen Anschlusskabels Typ HO5 mit einem nominalen Mindestquerschnitt von 3 x 2,5 mnf
und einer L('J'ng

e von etwa 2 m. Anschluss an Wechselspannung max. 220-240 V.

max. 3 kW

Ldnge 2 m

Ausgang Stromkabel
1 x 6 mn? fiir Frdung,

2350

INSTALLATIONSBEREICH

FUR WASSEREINLASS UND
ELEKTRISCHE LEITUNGEN

INSTALLATIONSBEREICH)|
FOR ENTWASSERUNG
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Angeschlossene Kaltwasserleitung 1/2”
Betriebsdruck: mindestens 0,2 MPa, hochstens 0,4 MPa
min. 2 bars, max. 4 bars
Das Rohr muss iiber ein ABSPERRVENTIL FUR DAS WASSER

verfiigen, mit Anschluss M1/2" fiir _die Massagekabine.

Angeschlossene Warmwasserleitung 1/2”
Betriebsdruck: mindestens 0,2 MPa, hochstens 0,4 MPa
min. 2 bars, max. 4 bars
Das Rohr muss iiber ein ABSPERRVENTIL FUR DAS WASSER|
verfiigen, mit Anschluss M1/2" fiir die Massagekabine.

WCHTUNG: Bei der Montage der Duschkabine miissen die
Wénde gerade sein, da hervorragende Rinder die Montage
behindern. Mindesthohe Winde, gefliest ist 2,35 m.
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